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Abstract
Laser-accelerated proton beams exhibit remarkably different beam characteristics as compared to
conventionally accelerated ion beams. About 105 to 107 particles per MeV and msr are accelerated quasiinstantaneously within about 1 ps. The resulting energy spectrum typically shows an exponentially
decaying distribution. Our planned approach to determine the energy spectrum of the particles generated
in each pulse is to exploit the time-of-flight (TOF) difference of protons with different kinetic energies at 1
m distance from the laser-target interaction. This requires fast and sensitive detectors. We therefore
tested two prototype silicon detectors, developed at the Centre for Medical Radiation Physics at the
University of Wollongong with a current amplifier, regarding their suitability for TOF-spectrometry in terms
of sensitivity and timing properties. For the latter, we illuminated the detectors with short laser pulses,
measured the signal current and compared it to the signal of a fast photodiode. The comparison revealed
that the timing properties of both prototypes are not yet sufficient for our purpose. In contrast, our results
regarding the detectors' sensitivity are promising. The lowest detectable proton flux at 10 MeV was found
to be 25 protons per ns on the detector. With this sensitivity and with a smaller pixelation of the detectors,
the timing properties can be improved for new prototypes, making them potential candidates for TOFspectrometry of laser-accelerated particle beams.

Disciplines
Engineering | Science and Technology Studies

Publication Details
Würl, M., Reinhardt, S., Rosenfeld, A., Petasecca, M., Lerch, M., Tran, L. T., Karsch, S., Assmann, W.,
Schreiber, J. & Parodi, K. (2017). Experimental studies with two novel silicon detectors for the
development of time-of-flight spectrometry of laser-accelerated proton beams. Journal of Physics:
Conference Series, 777 (1), 012018-1-012018-4.

Authors
M Würl, S Reinhardt, Anatoly B. Rosenfeld, Marco Petasecca, Michael L. F Lerch, Linh T. Tran, S Karsch, W
Assmann, J Schreiber, and Katia Parodi

This journal article is available at Research Online: https://ro.uow.edu.au/eispapers/6574

Home

Search

Collections

Journals

About

Contact us

My IOPscience

Experimental studies with two novel silicon detectors for the development of time-of-flight
spectrometry of laser-accelerated proton beams

This content has been downloaded from IOPscience. Please scroll down to see the full text.
2017 J. Phys.: Conf. Ser. 777 012018
(http://iopscience.iop.org/1742-6596/777/1/012018)
View the table of contents for this issue, or go to the journal homepage for more
Download details:
IP Address: 203.10.91.85
This content was downloaded on 15/03/2017 at 00:05
Please note that terms and conditions apply.

You may also be interested in:
Prompt In-Line Diagnosis of Single Bunch Transverse Profiles and Energy Spectra for
Laser-Accelerated Ions
Hironao Sakaki, Mamiko Nishiuchi, Toshihiko Hori et al.
Experimental stand for studying the impact of laser-accelerated protons on biological objects
K F Burdonov, A A Eremeev, N I Ignatova et al.
Absolute calibration of a TOFS and imaging plate for the characterization of laser-accelerated
protons
I W Choi, C M Kim, J H Sung et al.
A Thick and Large Active Area Si(Li) Detector
Takashi Miyachi, Shoichi Ohkawa, Tsuneo Emura et al.
100 ps time resolution with thin silicon pixel detectors and a SiGe HBT amplifier
M. Benoit, R. Cardarelli, S. Débieux et al.
Energy Loss and Straggling of High-Energy Electrons in Silicon Detectors
Katsuaki Nagata, Tadayoshi Doke, Jun Kikuchi et al.
Beam tests of full-size prototypes of silicon detectors for TOF heavy-ions diagnostics in Super-FRS
V. Eremin, A. Bezbakh, I. Eremin et al.
Measurement of DNA Double-Strand Break Yield in Human Cancer Cells by High-Current, Short-Duration
Bunches of Laser-Accelerated Protons
Akifumi Yogo, Katsutoshi Sato, Masaharu Nishikino et al.

MMND&ITRO2016
IOP Conf. Series: Journal of Physics: Conf. Series 777 (2017) 012018

IOP Publishing
doi:10.1088/1742-6596/777/1/012018

International Conference on Recent Trends in Physics 2016 (ICRTP2016)
IOP Publishing
Journal of Physics: Conference Series 755 (2016) 011001
doi:10.1088/1742-6596/755/1/011001

Experimental studies with two novel silicon detectors for the
development of time-of-flight spectrometry of laser-accelerated
proton beams
M Würl1,4, S Reinhardt1,5, A Rosenfeld2, M Petasecca2, M Lerch2, LTran2,
S Karsch3, W Assmann1, J Schreiber1, K Parodi1
1
Department of Medical Physics, Faculty of Physics, Ludwig-Maximilians-Universität
München, Am Coulombwall 1, 85748 Garching b. München, Germany
2
Centre for Medical Radiation Physics, University of Wollongong, Wollongong, NSW
2522, Australia
3
Department for Laser Physics, Faculty of Physics, Ludwig-Maximilians-Universität
München, Am Coulombwall 1, 85748 Garching b. München, Germany
E-mail: matthias.wuerl@physik.uni-muenchen.de
Abstract. Laser-accelerated proton beams exhibit remarkably different beam characteristics as
compared to conventionally accelerated ion beams. About 105 to 107 particles per MeV and msr
are accelerated quasi-instantaneously within about 1 ps. The resulting energy spectrum typically
shows an exponentially decaying distribution. Our planned approach to determine the energy
spectrum of the particles generated in each pulse is to exploit the time-of-flight (TOF) difference
of protons with different kinetic energies at 1 m distance from the laser-target interaction. This
requires fast and sensitive detectors. We therefore tested two prototype silicon detectors,
developed at the Centre for Medical Radiation Physics at the University of Wollongong with a
current amplifier, regarding their suitability for TOF-spectrometry in terms of sensitivity and
timing properties. For the latter, we illuminated the detectors with short laser pulses, measured
the signal current and compared it to the signal of a fast photodiode. The comparison revealed
that the timing properties of both prototypes are not yet sufficient for our purpose. In contrast,
our results regarding the detectors’ sensitivity are promising. The lowest detectable proton flux
at 10 MeV was found to be 25 protons per ns on the detector. With this sensitivity and with a
smaller pixelation of the detectors, the timing properties can be improved for new prototypes,
making them potential candidates for TOF-spectrometry of laser-accelerated particle beams.

1. Introduction
With the advent of petawatt laser systems, laser-driven ion acceleration may become an alternative way
of producing ions with energies relevant for radiation therapy or medical imaging [1]. However,
characteristics of laser-accelerated particle beams are quite unique and remarkably different compared
to conventionally accelerated particle beams. They typically exhibit high divergence, a small source size
and a wide spectral bandwidth [2]. About 105 to 107 particles per MeV and msr, depending on the
resulting kinetic energy are accelerated quasi-instantaneously within about 1 ps [3]. Due to relatively
4
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large shot-to-shot fluctuations in the energy spectrum and other physical properties of the ion bunch, a
precise characterization of each particle pulse is required for practical applications. This information is
often obtained using spectrometers based on electric or magnetic deflection. A convenient alternative
would be to exploit the time-of-flight (TOF) difference of ions with different kinetic energies in order
to measure the energy spectrum of the beam and its spatial distribution. A crucial requirement for this
approach is fast and sensitive detectors, as well as broadband amplifiers and readout. The rise time of
the detector determines the accuracy of the energy spectrum measurement, while the signal fall time of
the system needs to be short ensuring that the low-energetic part of the proton spectrum can still be
resolved and is not hidden in a saturated signal.
We tested two prototype silicon detectors, developed at the Centre for Medical Radiation Physics
at the University of Wollongong regarding their suitability for TOF-spectrometry of laser-accelerated
proton pulses. Our interest was to examine the timing properties and to estimate the lowest detectable
proton number, since this puts a lower boundary for the size of pixelation.
2. Experimental setup
2.1. Detector prototypes
Two prototype silicon detectors were tested regarding their suitability for TOF measurements of laseraccelerated proton spectra. The first detector (“bridge detector”) is a pseudo-pixelated detector with a
sensitive thickness of 10 µm. The total chip size is 3.6 × 4.1 mm and it consists of three segments, each
with two arrays of small pixels connected in parallel in each array. The pixel size is 30 x 30 µm2.
The sensitive thickness of the second detector (“thin detector”) is also 10 µm, but it was
manufactured without supporting wafer. This makes it a potential candidate to be used in transmission
mode to obtain the proton spectrum prior to an interaction with the final target for a specific application.
Although the prototype we tested is not pixelated, segmentation of this detector in order to gain also
spatial information about the proton spectrum, is foreseen.
2.2. Setup for the determination of the rise and fall times of the detectors
The timing properties of the prototype detectors were evaluated using short light pulses from the ATLAS
Ti:Sapphire laser system at the Laboratory for Extreme Photonics (LEX Photonics) in Garching near
Munich, Germany. The pulse duration at the detector position was well below 100 fs FWHM and it was
centered at 795 nm wavelength. Several absorptive neutral density filters were placed prior to the
detector, thus the pulse energy at the detector was in the order of tens of μJ.
Both detectors were reverse biased, assuring full depletion, and were coupled to a high-speed
broadband current amplifier (HSA-X-2-20, FEMTO, Germany). The amplified signal was visualized in
a fast oscilloscope with a bandwidth of 4 GHz (WaveRunner 640Zi, Teledyne LeCroy, USA), using the
50 Ω DC input. A commercial photodetector (DET10A/M, Thorlabs, USA) with a rise time of about 1
ns was used as a reference and for triggering the oscilloscope. It was placed adjacent to the detectors in
order to measure the scattered laser pulses.
2.3. Setup for estimating the lowest detectable proton flux
The aim of this estimation is to judge whether the expected proton fluence from laser-acceleration at our
facility will be sufficient to generate a signal in the detector which is well above noise level. We
mimicked the energy deposition of a proton beam in the thin detector by illuminating it with short light
pulses from a frequency-doubled Nd:YAG laser (λ = 532 nm). The pulse width was about 15 ns FWHM
and the repetition rate was 10 Hz. We used the same setup as described in section 2.2. The laser intensity
was then gradually reduced by adding absorptive neutral density filters until the measured photocurrent
only scarcely exceeded the noise level. The current amplifier was then replaced by a charge sensitive
pre-amplifier (model PCP 5, FAST ComTec, Germany), followed by a spectroscopy amplifier (model
2021, Canberra Industries, USA) and a multichannel analyzer (MCA8000A, Amptek, USA) which was
connected to a PC. To avoid saturation when measuring the produced integral signal charge, we used an
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additional neutral density filter which reduces the laser intensity by a factor of 100, as compared to the
experiments using the current amplifier. Prior to the experiments at the Nd:YAG laser, we performed
an energy calibration of the detector using a mixed alpha source, consisting of Am-241, Cm-244 and
Pu-239.
2.4. Experimental setup at the Munich Tandem van-de-Graaf accelerator
First experiments with the thin detector have been performed at the Tandem van-de-Graaff accelerator
of the Maier-Leibnitz-Laboratorium (MLL) in Garching. Protons were accelerated to an energy of 20
MeV. A chopper was used at the low energy side of the accelerator to obtain short pulses of about 120
ns. From the beam current which was measured using a Faraday Cup, we could estimate the proton flux
on the detector. Within each pulse, the proton flux at the detector was about 6 × 103 protons/cm2/ns and
could be reduced by a factor of 30 by using an additional attenuator. The proton energy could be lowered
to around 14 MeV by placing a 1 mm thin aluminum plate between vacuum window and detector. We
used the same amplifier and read-out as described in section 2.2.
3. Results and Discussion
3.1. Timing properties of the detector prototypes
The photocurrent measured with the photodiode is compared to the current measured by the bridge
detector and the thin detector (figure 1). The high-frequency noise, which was induced by the electronics
of the laser system, could only partially be suppressed. For the bridge detector, the signal rise time from
10% to 90% was found to be 0.42 ± 0.02 ns, which is comparable to the measured rise time of the fast
photodiode. The time it took for the signal to recover from the 90% to the 10%-level was 2.88 ± 0.36
ns, which is slightly longer than for the photodiode. The relatively long tail of the signal decay can be
attributed to electron-hole pairs created in the non-depleted silicon under the bridge connecting two
adjacent pixels. Timing properties of the thin detector were found to be poorer. We measured a rise time
of 2.76 ± 0.34 ns and a fall time around 20 ns.
For a reasonable accuracy of the TOF spectrometry of laser-accelerated proton pulses, sub-ns
time resolution is required. This was achieved only by the bridge detector. However, its fall time is
rather long which will result in a loss of sensitivity due to saturation, when it comes to the TOF
spectrometry of the low-energetic part of proton energy spectra. Since we assume that the insufficient
timing properties of the thin detector is mostly attributed to its capacitance, we are aiming to reduce it
for the next prototype of the thin detector by pixelating it.
3.2. Estimation of the lowest detectable proton flux
Protons with a kinetic energy of 10 MeV will deposit on average 81 keV in the 10 µm sensitive thickness
of the detector [4]. According to the energy calibration using the mixed alpha source, the deposited
energy in the thin detector was 0.3 MeV per laser pulse, i.e., the total deposited energy of a laser pulse
which scarcely exceeds the noise level in current mode is 30 MeV. Since the laser pulse duration was
15 ns FWHM, the lowest detectable flux for 10 MeV protons is 25 protons per ns and sensitive detector
area. For higher proton energies, the required proton flux slightly increases due to their lower energy
deposition in the detector.
Realistic proton yields from laser acceleration experiments at 10 MeV are around 105 to 106 per
MeV, msr and pulse [3]. In a distance of 1 m, which is a convenient drift space for TOF spectrometry
at our facility, the resulting proton flux would thus range between 102 and 103 mm-2 ns-1. The expected
proton flux is therefore sufficient to be detected when operating the thin detector in current mode. For
the next prototype of this detector, segmentation is foreseen. Based on our investigations, a sensitive
area of each segment of around 1 mm2 is planned.
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Figure 1. Photodiode signal compared to signal from
bridge detector and thin detector. The inset shows a
zoom in the time axis.
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Figure 2. Current signal (converted to voltage) of
mono-energetic proton pulses. In the inset, the signal
is normalized by the proton number and the average
energy deposition in 10 µm silicon for the respective
proton energy.

3.3. Experiments at the Munich Tandem van-de-Graaf accelerator
In the experiments at the local Tandem accelerator we obtained a clear current signal for the attenuated
proton pulses (figure 2), where according to beam current measurements, the fluence on the detector
was around 200 protons per ns. The ratio of the signal height of proton pulses with 20 MeV and 14 MeV
perfectly fits the ratio of the corresponding energy deposition in 10 µm silicon (inset in figure 2). In case
of the non-attenuated proton beam with a fluence of around 6000 proton per ns, saturation of the detector
could already be observed. However, no detailed study on the saturation limit has been performed so
far. Yet, this problem can be solved by pixelation of the detector in the next prototypes.
4. Conclusion
We tested two prototype silicon detectors regarding their suitability for TOF-spectrometry of laseraccelerated proton beams in terms of timing properties and sensitivity. By using a broadband current
amplifier and a fast oscilloscope the generated signal current in each detector was visualized.
According to our experiments, the timing properties of both detector prototypes are not yet sufficient
for quantitative TOF-spectrometry. While the relatively long fall time of the bridge detector is attributed
to its specific design, the long rise and fall times of the thin detector can most likely be improved by a
lower capacitance. This can be achieved by pixelation, which will also increase the detector’s saturation
limit. On the other hand, from the signal height we could estimate that at 10 MeV at least 25 protons per
ns on the detector are required to generate a signal that clearly exceeds the noise level. This hence gives
a lower boundary for the pixel size.
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